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Fixture: 

WS070218EMVA

Lamp: (2) 18W DTT
Lumens: 1250 per lamp
Total Luminaire Efficiency: 65.8%
Test #: ITL56308

Candlepower Summary
 FROM 0 ZONAL LUMENS
 0 27
 5 37
 15 64
 25 90
 35 115
 45 138
 55 156
 65 170
 75 179
 85 185
 95 185

Coefficients of Utilization
Note: Effective floor cavity reflectance = 20%

 RC 80% 70% 50%
 RW 50% 30% 50% 30% 50% 30%
 0 70 70 65 65 55 55
 1 56 52 52 48 43 40
 2 47 42 43 38 35 32
 3 40 34 37 31 30 26
 4 35 29 32 26 26 22
 5 31 24 28 22 23 18
 6 27 21 25 19 20 16
 7 24 18 22 17 18 14
 8 22 16 20 15 16 12
 9 20 14 18 13 15 11
 10 18 13 16 12 14 10
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Quadris WS070 Series

Diffuser

W - White

Lamp/Ballast

213N12 - (2) 13W PL Lamps, Normal PF, 
(2) Magnetic Ballasts, 120V 

213H12 - (2) 13W PL Lamps, High PF, 
(1) Magnetic Ballast, 120V 

213EMV - (2) 13W Quad Lamps, High PF, 
120V/277V Electronic Ballast

218EMV - (2) 18W Quad Lamps, High PF, 
120V/277V Electronic Ballast

218DAMX1 - (2) 18W TTT Lamps, 120V Dimming Ballast
218DAMX2 - (2) 18W TTT Lamps, 277V Dimming Ballast
226EMV - (2) 26W Quad Lamps, High PF, 

120V/277V Electronic Ballast
226DAMX1 - (2) 26W Quad Lamps, 120V Dimming Ballast
226DAMX2 - (2) 26W Quad Lamps, 277V Dimming Ballast

Top

Fixture

WS070

*Mounting Location Shown For Center Of Junction Box.
Custom Engraving Option

Decorative Options

SOA070 - Custom Engraving, 
Contact Factory
(Order as a 
separate line item)

11-1/4"

5-5/8" Mtg.*

Front

4"

11-1/2"

3-1/4" Mtg.*

Side

Energy Star Option

 - Leave Blank for 
Standard Ballasts

E - Energy Star 
Listed 120V 
Electronic Ballast

Ordering Information

Example Order: WS070213EMVW

Specifications/Features

Fixture
Translucent diffuser provides a soft luminous glow and allows light 
to fill the wall around the fixture for low glare applications.
The faux alabaster material has a matte finish and a marbling 
texture throughout the material that is unique to each piece.
ADA compliant for use throughout your building space.
Custom engraving available (order as a separate line item). 
Contact factory for options.

Lamp/Electrical 
Magnetic ballast options for (2) 13W PL lamps, 120V.
Electronic ballast options for (2) 13W, 18W or 26W Quad lamps, 
120V or 277V.

Dimming options available for (2) 18W or 26W TTT lamps, 120V or 
277V.

Mounting
Hardware included for mounting of fixtures to octagonal or 
rectangular switch junction box.

Warranty
This fixture is covered by Con-Tech’s one (1) year full replacement 
guarantee after date of purchase. 

Labels/Usage
cULus listed. Suitable for damp locations.
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WS070

Compact Fluorescent 
Rectangular Curve
Faux Alabaster Wall Sconce
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